
Fields marked with 1) are compulsory. If any details are missing, the cable trolles system will be configured using standard paramefters

T E C H N I C A L  Q U E S T I O N N A I R E  |  A 3 8

CABLE CARRIERS
Collection of your data 
Name of company________________________________________	 Customer Number * ______________________________________ 	

_______________________________________________________	 Enquiry * _ ______________________________________________ 	

Adress _________________________________________________	 Construction project * _ ___________________________________  	

_______________________________________________________	 Phone _ ________________________________________________ 	

Country of destination 1)_ __________________________________	 E-Mail _________________________________________________
* if available

Data collection of your cable carrier system
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Leitungswagen
CABLE CARRIER

Endklemme
TRACK CLAMP

optional Gitterband
OPTIONAL CABLE LOOP BELT

optional Stahlseil
OPTIONAL STEEL ROPE

INP/IPE

Mitnahmewagen
LEAD CARRIER

LMLE

Leitung
CABLE

le

B

500min.

 Pre-assembly: Cables are pre-installed on the festoon trolleys.

Special installation conditions (e.g. existing access hatch):
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Qty cable type number of 
cores 

cross section declaration dimensions remarks
round flat

Cable 1      
Cable 2      
Cable 3      
Cable 4      
Cable 5      
Cable 6      
Cable 7      
Cable 8      
Cable 9      
Cable 10      
Cable 11      
Cable 12      
Cable 13      
Cable 14      
Cable 15      

Specification of application
Location 1)	  inside	  outside	  seaside	  ____________________

Field of 1)	  standard	  galvanising plant	  waste incineration plant 

	  coke plant	  power plant	  food processing 

	  nuclear	  steel plant	  ___________________________________________

Ambient temperature 1)	  standard –25 °C up to 40 °C	  deviation _______________________________ °C

upon request: 

Execution of runner wheels 	  steel  	  PVC (PA/PU) 	  stainless steel

Specification of cable carrier system
Execution 1) 	  long travel	      cross travel	  unknown

Travel Speed 1) (v)	 __________________________________ m/min

Acceleration (a) | Starting time 1) (t)	  standard up to 0,3 m/s2	  deviation  m/s2 |  sec 

Running profile 1)	  

	 h  x b  x d  mm

Lead carrier 1)	  lead carrier 	 or 	  lead clamp

Travel distance 1) (S)	 __________________ m

max. permissable storage area1) (SP) 	 __________________ m	
alternatively total lenght (S+SP)	 __________________ m

max. permissable installation height 1) (H)_ m 	 alternatively max. permissable loop 1) (DH)_ _______________ m

		  		  or alternatively number of loops (n)	 ____________________

Connecting cable lenghts 1)	 lead carrier/lead clamp (ALM) _____________ m	 end clamp (ALE)___________________ m

perm. carrier width	 ______________________________________ mm

Specification of required cables 1)

 cables provided by customer.................. 	  cables to be quoted....................	             UL required

Fields marked with 1) are compulsory. If any details are missing, the cable trolles system will be configured using standard paramefters

Remarks
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